Rechargeable Lithium-ion Batteries

QLO75KA

PERFORMANCE

« Lithium ion rechargeable cell

- Battery design for long cycle life
(>100,000 cycles)

CHEMISTRY
«LNCAO

MAIN APPLICATIONS
« Military
 Aerospace

KEY FEATURES

« Domestic production

+ Long LEO and GEO cycle life
« High reliability

+ Zero-Volt™

FOR MORE INFORMATION
Contact Paul Beach
paulb@quallion.com
818.833.2000

www.quallion.com

Quallion LLC | 12744 San Fernando Road | Sylmar, CA 91342 | info@quallion.com

SPECIFICATIONS

ELECTRICAL CHARACTERISTICS

Nominal Capacity 72 Ah
Nominal Voltage 36V
Maximum Recommended

Continuous Discharge Current 1C

Operating Discharge Temperature 15°C to 35°C

Discharge Energy %

Discharge Energy %

PHYSICAL CHARACTERISTICS

Height 173.7 mm
Width 80.9 mm
Thickness 56.2 mm
Weight 18209
Volume 790 cc
Gravimetric Energy Density 148 Wh/kg
Volumetric Energy Density 341 Wh/L

CYCLING DATA

Charge: 36A / 4.1V for 54min., R.T.
120 Discharge: 40A for 36min., R.T.

Al

0 2000 4000 6000 8000 10000

Cycle Index

"'._‘

STORAGE CAPACITY RETENTION

120

=
o

‘/.—. ',,-7—"'"——” )

©

100

[e)

~

80
Energy

()

60

o

IR@ 1|2Hz / mOhms

40

Storage Condition
SOC 100%, R.T.

20 Charge: 30A/4.1V to 0.6A at RT.
Discharge: 30A tp 2.7V at RT.
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Powering Life.



